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This certificate of compliance validates the following  

TEST REPORT NUMBER 
‘Assessment Reports’ are not 
acceptable 

1) P000117328-001-Ver 1.00 CERTIFICATE NUMBER 
0560-CPR-222190004 
Issue: 00 

DATE OF ISSUE 1) 20-10-2022 DATE OF ISSUE 01-11-2022 

DATE OF EXPIRY NA DATE OF EXPIRY  NA 

Manufacturer details  

NAME OF FACTORY/ 
MANUFACTURER  

d&b audiotechnik GmbH 
&Co.KG 

NAME OF THE BRAND Y-Series 

FACTORY ADDRESS / 
REGION  
(STREET / TOWN / CITY / COUNTRY ) 

Eugen-Adolff-Straße 134 
Backnang 
DE 

MODEL / NO 

Z0717.541 
Z0717.542 
Z0717.543 
Z0718.541 
Z0718.542 
Z0718.543 

WEBSITE www.dbaudio.com 
LOGO ON THE 
PRODUCT  

TEL +49-7191-9669-700 EMAIL  info@dbaudio.com 
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Product Details From Test Report 
Reference 

Test Report 
page NO 

DESCRIPTION OF THE 
PRODUCT 
(TECHNICAL DETAILS FROM TEST 
REPORT, SUCH AS ACTUAL FIRE 
RATINGS/DIMENSIONS/THICKNESS/ 
SENSITIVITY ETC) 

EN54-24 
Product description: Loudspeaker for Voice Alarm Systems for 

Fire Detection and Fire Alarm Systems for 
Buildings 

Trademark: Y-Series 
Type Designation: Z0717.541 
 Z0717.542 
 Z0717.543 
 Z0718.541 
 Z0718.542 
 Z0718.543 
Hardware version: 00 
Software version: NA 

P000117328-
001-Ver 
1.00, Page 5 

TEST STANDARD 
(SUCH AS ASTM/BS EN/ DN ETC)  EN 54-24 : 2008 

P000117328-
001-Ver 
1.00, Page 6 

TEST DESCRIPTION 
Fire detection and fire alarm systems 
Part 24 -  Components of voice alarm systems - Loudspeakers 

P000117328-
001-Ver 
1.00, Page 6 

SPECIFICATION OF TEST 
SPECIMEN 

Components of voice alarm systems - Loudspeakers according to EN 
54-24 requirements 

P000117328-
001-Ver 
1.00, Page 6 

TEST RESULT 
(SUCH AS PASSED CRITERIA___/ 
COMPLIED TO___/ 
DURATION___/OBSERVATION___/ETC) 

 
 

 

P000117328-
001-Ver 
1.00, Page 
10 
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P000117328-
001-Ver 
1.00, Page 
10 

PRODUCT APPLICATION 
GUIDELINE  
(END USE) 
(CLEARLY STATE THE END USE WITH 
SPECIFIC APPLICATION, SUCH AS 
EXACT FIRE RATING/TO BE INSTALLED 
IN___/TO BE INSTALLED AT____/TO BE 
CONNECTED WITH____/TO BE 
INSTALLED WITH___ ETC ALONG WITH 
ANY WARNINGS SUCH AS NOT TO BE 
USED IN___/NOT TO BE INSTALLED 
AT___/ NOT TO BE INSTALLED 
WITH___ETC. 

The Yi8 is a line array module for small to medium sized public 
address tasks. With the Y flying frame, the Yi8 speaker in vertical 
columns of up to 24 speakers flown and creates a horizontal beam 
angle of 80° (Constant Directivity). 
The Yi12 line array module is mechanically and acoustically 
compatible with the Yi8 and provides a horizontal coverage angle of 
120° available. 
The Yi8/Yi12 speakers are passive 2-way systems, both Equipped 
with 2 x 8" neodymium woofers, a 1.4" tweeter Compression driver 
with a 3" voice coil connected to a horn with Waveformer is coupled, 
and a passive crossover. 
Couple the cylindrical shaft segments of the systems in the array 
gapless and produce a coherent wavefront. The opening angles 
between adjacent speakers can be in one range from 0° to 14° in 1° 
increments. 
The two low-frequency drivers in a dipole arrangement enable an 
extraordinary Controlled dispersion even at low frequencies 
there. The nominal horizontal coverage angle is up to 
Maintained below 500 Hz. 
The frequency range extends from 54 Hz to over 19 kHz. 
The housing is made of multiplex wood and has an impact absorber 
weatherproof PCP coating (Polyurea Cabinet Protection) Mistake. 
The speaker front is protected by a stable front grille protected with 
an acoustically transparent foam is deposited. 

-- 



United Arab Emirates 
Ministry of interior 
Civil Defense G.H.Q 

 
 

 
 

 
 

 دولة الامارات العربية المتحدة 
الداخلية  وزارة  

المدني  للدفاع العامة القيادة  
 لجنة اعتماد المختبرات العالمية  
 وبيوت الخبرة ومعاهد التدريب 

 

 4 لجنة اعتماد المختبرات العالمية وبيوت الخبرة ومعاهد التدريب 

 

 

 

  

Certification body and Laboratory details 

NAME OF CERTIFICATION 
BODY  

Telefication B.V.  
also trading under the 
name Kiwa FSS products 

NAME OF TEST FACILITY Telefication B.V. 

CERTIFICATION BODY 
ADDRESS / REGION  
(STREET / TOWN / CITY / COUNTRY ) 

Wilmersdorf 50 
7327 AC Apeldoorn 
The Netherlands 

TEST FACILITY ADDRESS / 
REGION  
(STREET / TOWN / CITY / COUNTRY ) 

Wilmersdorf 50 
7327 AC Apeldoorn 
The Netherlands 

WEBSITE 
www.telefication.com 
www.kiwa.com 

WEBSITE www.telefication.com 

TEL +31 88 998 3393 TEL +31-88-998-3600 

EMAIL 
info@telefication.com 
nl.kiwa-fss@kiwa.nl 

EMAIL info@telefication.com 

ACCREDITED BY  
(NAME OF ACCREDITATION BODY WHICH 
ISSUED ACCREDITATION TO THE 
CERTIFICATION BODY, ALONG WITH WEBSITE) 

The Dutch Council For 
Accreditation (RvA, Raad 
voor Accreditatie) 

ACCREDITED BY  
(NAME OF ACCREDITATION BODY WHICH 
ISSUED ACCREDITATION TO THE 
LABORATORY, ALONG WITH WEBSITE) 

The Dutch Council For 
Accreditation (RvA, Raad 
voor Accreditatie) 

AS PER 
(STANDARD TO WHICH THE CERTIFICATION 
BODY IS ACCREDITED TO) 

ISO/IEC 17065:2012 
Covering: 
- EN 54-24:2008 

AS PER 
(STANDARD TO WHICH YOUR ORGANIZATION 
IS ACCREDITED TO) 

ISO/IEC 17025:2017 
Covering: 
- EN 54-24:2008 

VALIDITY 
(EXPIRY DATE OF CERTIFICATION BODY 
ACCREDITATION)  

01-07-2025 
VALIDITY 
(EXPIRY DATE OF LABORATORY 
ACCREDITATION) 

01-07-2025 

REFERENCE NUMBER:  
(CERTIFICATION BODY  ACCREDITATION 
REFERENCE NUMBER TO VERIFY ON THE 
ACCREDITOR’S WEBSITE)  

C224 
REFERENCE NUMBER:  
(THE LABORATORY ACCREDITATION 
REFERENCE NUMBER TO VERIFY ON THE 
ACCREDITOR’S WEBSITE) 

L021 

CERTIFICATION MARK 

 

 
 

http://www.telefication.com/
http://www.kiwa.com/
http://www.telefication.com/
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ATTACHMENTS: 

• COPY OF ‘CERTIFICATE OF COMPLIANCE’ ISSUED BY CERTIFICATION BODY (OLD OR NEW)  

(ENDORSEMENT) TO BE SIGNED BY MANUFACTURER  

NAME OF 
MANUFACTURER’S 
SIGNATORY 

Tom Wondrak SIGNATURE 

 

EMAIL / TEL tom.wondrak@dbaudio.com 
FACTORY OFFICIAL 
SEAL 

 
 
 
 
 
 

NOTES: I Undertake that all data and information provided are genuine and accurate 

(ENDORSEMENT) TO BE SIGNED BY TEST FACILITY  

NAME OF 
CERTIFICATION 
BODY 
SIGNATORY 

Mr. M.A.C. van Balveren SIGNATURE 

 
 

 

EMAIL / TEL 
Martin.van.Balveren@kiwa.com 
Tel +31 88 998 3599 

TEST 
LABORATORY 
OFFICIAL 
SEAL 

 
 
 
 
 
 

NOTES: I Undertake that all data and information provided are genuine and accurate 

mailto:Martin.van.Balveren@kiwa.com

