
d&b D90/D40/D25/40D/25D Firmware V2.20.02, Release notes

Updating the amplifier to the latest firmware available is highly 
recommended. This avoids experiencing misbehavior or errors that have 
already been solved.
An amplifier firmware update is performed using the d&b R1 Remote 
control software. To do this, proceed as follows:

1. Launch R1.
2. Navigate to the Service view.
3. Select the Firmware tab and download the latest version.

Updating the amplifier  firmware requires  an Ethernet  connection to R1.

Note: Please note that the amplifier Ethernet ports ETH1 and ETH2 
are not switched but laid out for redundant connections.
Therefore the Ethernet port ETH1 must be used for firmware updates.
Make sure the network does not get interrupted during the update 
process.
An interruption during the update process does not harm the amplifier, 
just restart R1 and repeat the update.

Changes of V2.20.02 against previous V2.18.01

• A reverse wink from the amplifier to R1 and Milan Manager has been 
added. 
On installation amplifiers (25D/40D) and unlocked mobile amplifiers 
(D25/D40/D90) the wink can be triggered from a new button in the 
Network screen. 
If mobile amplifiers are locked (manually or by being online in an R1 
project), touching the screen or using the encoder triggers the reverse 
wink. 
In R1 the device is highlighted in orange in both the device and the 
service window. In Milan Manager the wink is shown by a blinking 
orange dot.

Bug fixes:

• Fixed a problem where a change in the system time could lead to 
amplifiers not being accessible via R1.

• Fixed a problem where individual amplifiers in large setups could not 
be accessed via R1 after startup.

10/2026

Changes of V2.18.01 against previous V2.12.02

• E0, E3, E9, C4 TOP/SUB, C7 TOP/SUB, C6, Ci45, Ci60, Ci80, Ci90 
added for 25D and D25.

Bug fixes:

• Robustness against temporary mains overvoltage events has been 
increased.

• Detection of the mains voltage range is more robust against temporary 
mains voltage changes during startup.

• Limiters of U3/5/7 and B10-SUB have been improved to avoid audible
artifacts under maximum output conditions.

• Minor corrections of B8-SUB, V7/10P and XSL8/12 setups.
05/2026
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Changes of V2.12.02 against previous V2.08.03

• U-Series setups added

• B12-SUB setup added

• B10-SUB setup added

• 42S setup added

• CCL-SUB setups optimized for alignment with SL- and U-Series

Bug fixes:

Continuously operating the amplifier without a power cycle for more than 
1 year will no longer trigger internal communication errors.

01/2026

Changes of V2.08.03 against previous V2.06.00

The device latency for Milan is now reduced to 1.5 ms @ 96 kHz and 
1.8 ms @ 48 kHz.
Please make sure not to operate different firmware versions in one setup.
Bug fixes:

Performing a factory reset while in Eco mode does no longer result in an 
“Output Overload” error.

Note:
On startup of the device or after a stream connection, Milan Manager 
may show “Primary & Secondary interconnections” and “Stream input 
sequence number mismatch” errors. This has no effect on Milan audio or 
any other functionality of the device.

12/2025

Changes of V2.06.00 against previous V2.02.03

SL-  and  CL-Series  optimized  for  enhanced  dynamic  behavior  in  dry
environmental conditions.

Bug fixes:

Fixed a problem where there was no audio output after a reboot when 
using CL-Series setups on Ch B and/or Ch D only.

10/2025

Changes of V2.02.03 against previous V2.02.02

Speaker setups of CL-Series adapted to long-term production average no 
audible changes are expected.

07/2025

Changes of V2.02.02 against previous V2.00.04

Support of D25 and 25D amplifiers.

Bug fixes:

• Issue with «ArrayProcessing» fixed where high input signals possibly 
caused audible distortion on the output.

• PRI/SEC indicators on the «Milan labels» screen and the «Data» 
indicator on the «Input» screen now work for all Milan inputs M1-8 
instead of only for M1.
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• Occasional failure to display “MCR Locked” fixed.

• 40D, D40 and D90 are correctly displayed as MILAN instead of IEEE 
devices in HIVE 1.3.1.

06/2025

Changes of V2.00.04 against previous V1.08.05

• MilanTM added.

• CL-Series setups added.

• J8/J12 setups added for 40D.

• Level indicators / Metering now also available in Standby.

• (Audio Clock) Lock information added to Levels Screen.

Bug fixes:

• The robustness of T-SUB and E15X-SUB under maximum load 
conditions is now increased.

• The Mains Current Limiter (MCL) now reduces the signal correctly under
all conditions, including burst-like signals.

• The LED in the override screen is now green, if the source is Override 
and yellow during the release phase back to Regular.

• The Mute on Override (MOO) can now be set from R1.

• The display brightness can now be set from R1.

Notes:

• With an update to V2.00.04, in rare cases, the automatic reboot is not 
performed. In this case it is safe to manually reboot the device.

• MilanTM stream connections and dynamic mappings are not part of 
"Backup and Restore".

• Power consumption in Standby mode increased to 21 W (40D/D40) /
24 W (D90).

• Boot time increased to < 45 s.
03/2025

Changes of V1.08.05 against previous V1.02.07

First firmware release including D90.

Bug fixes:

• Several fixes of mains supply monitoring.

• The amplifier will no longer get stuck in the boot process if the system 
time has been set to 1970, for example by a control PC with an empty 
CMOS battery.

Notes:
EcoMode disabled for mains voltages below 95 V/185 V.

10/2024
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Changes of V1.02.07 against previous V1.02.05

Bug fixes:

• Issue with XSL12 AP speaker setup fixed.

• Issue with sporadic invalid DSP data fixed.
09/2023

Changes of V1.02.05 against previous V1.02.03

Bug fixes:

• Issue with sporadic popping noise when switching to Standby fixed.
11/2022

Changes of V1.02.03 against previous V1.00.04

• Energy saving modes enabled.

• XSL-SUB setups added.

• Error log now accessible via display.

• SNMP support of basic monitoring functions.

• Games (D40 only: D-Pong, dbInvaders, dbSaySo)

Bug fixes:

• Issue with popping noise when switching XSL8 to CUT mode fixed.

• Issue with unexpected behavior of frequency generator fixed.
08/2022

Changes of V1.00.04 against previous V1.00.03

Bug fixes:

• DS data function completed.

• Issue with display of static IP fixed.

• Several fixes of GUI.

Notes:

• When updating amplifiers with V1.00.03 make sure Power is on. When
in Stand-by the restart of the amplifier may get interrupted.

• Ethernet port 2 is not functional yet as it is reserved for future network 
redundancy.

11/2021

Changes of V1.00.03 against previous V0.94.02

System check and Load Monitoring added.

Note: Ethernet port ETH2 is not functional yet as it is reserved for future 
network redundancy.

Bug fixes:

• Override function corrected.

• Minor fixes of GUI.

Known issues:

• DS data functions not complete.

• Static IP not shown without link up.

• No games.

09/2021
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V0.94.02

First pre-release of 40D firmware. Features are largely identical to the 
current 10D/30D Firmware V2.24.02.

Known issues:

• System check and Load Monitoring not yet available.

• Ethernet port 2 not supported (although LEDs will indicate a 
connection).

• Override only functional with input A3.
06/2021
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Loudspeaker setups

Setup D90 D80 D40 D25 D20 40D 30D 25D 10D 5D

10A Arc          

10A Lin          

10ADArc          

10ADLin          

10S/A          

10S/A-D          

12S         

12S-D         

12S-SUB          

16C          

18S-SUB         

21S-SUB        

24C          

24C-E          

24S        

24S-D        

27S-SUB         

42S          

44S          

4S          

5S          

8S          

AL60 PS        

AL60 Out        

AL60 In        

AL60 AP        

AL90 PS        
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Setup D90 D80 D40 D25 D20 40D 30D 25D 10D 5D

AL90 Out        

AL90 In        

AL90 AP        

B10-SUB          

B12-SUB        

B1-SUB      

B2-SUB      

B22-SUB      

B4-SUB         

B6-INF         

B6-SUB         

B8-SUB          

C3      

C4-SUB         

C4-TOP         

C6         

C7-SUB         

C7-TOP         

Ci45         

Ci60         

Ci80         

Ci90         

CCL8 Arc        

CCL8 Line        

CCL8 AP        

CCL12 Arc        

CCL12 Line        

CCL12 AP        

CCL-SUB        
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Setup D90 D80 D40 D25 D20 40D 30D 25D 10D 5D

CCL-SUB AP        

CCL-SUB Fln        

E0          

E12         

E12-D         

E12-DX         

E12-SUB          

E12-X         

E15-SUB          

E18-SUB         

E3          

E4          

E5          

E6          

E8          

E8-X         

E9         

F1220      

F1222      

GSL12 AP  

GSL12 Arc  

GSL12 Line  

GSL8 AP  

GSL8 Arc  

GSL8 Line  

J-INFRA   

J-SUB   

J-SUB AP   

J12 AP    
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Setup D90 D80 D40 D25 D20 40D 30D 25D 10D 5D

J12 Arc    

J12 Line    

J8 AP    

J8 Arc    

J8 Line    

KSL-SUB    

KSL-SUB Fln    

KSL-SUB AP    

KSL12 AP    

KSL12 Arc    

KSL12 Line    

KSL8 AP    

KSL8 Arc    

KSL8 Line    

Linear          

M2   

M4 active         

M4 passive         

M6 active         

M6 passive         

MAX active         

MAX passive         

MAX2         

Q-SUB         

Q1         

Q1-Line         

Q10         

Q7         

SL-SUB  
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Setup D90 D80 D40 D25 D20 40D 30D 25D 10D 5D

SL-SUB AP  

T-SUB          

T-SUB AP         

T10 Arc          

T10 Line          

T10 AP         

T10 PS          

U3          

U5          

U7          

V-SUB      

V-SUB AP      

V10P      

V12 Arc      

V12 Line      

V12 AP      

V7P      

V8 Arc      

V8 Line      

V8 AP      

XSL12 AP     

XSL12 Arc     

XSL12 Line     

XSL8 AP     

XSL8 Arc     

XSL8 Line     

XSL-SUB     

XSL-SUB Fln     

XSL-SUB AP     
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Setup D90 D80 D40 D25 D20 40D 30D 25D 10D 5D

Y-SUB         

Y-SUB AP         

Y10P         

Y12 Arc         

Y12 Line         

Y12 AP         

Y7P         

Y8 Arc         

Y8 Line         

Y8 AP         
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